Operation and Installation Guide
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SPECIFICATION

Output voltage DC 24V
Resolution 1024 X600 pixel
Standby current <110mA

Working current <350mA

Image display 7"TFT
Conversation mode Dual Transmission
Talking time 120 S

Working temperature -10 ~ +60°C

External storage TF card (Micro SD), <64G
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Monitor Ring Output Setting

OSD OPERATION

® Press - butlon on indoor monitor to monitor door1 on standby mode
Press in turn button to monitor door2, CCTV1 and CCTV2, Press

button to exit

® ON: Keep pressing = lock1 and - lock2 buttons for 5s, a “BI” sound
means activate ring output
OFF: If two "Bl sound means close ring cutput
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Ring volume setting: “0-10", “0” is mute
Langusge \ . Device Mode © Master
\ \ . 2.6 Message Record lde
Idle Mode > Record Wode Record \ If enabled. can record the message infarmation of the visitor when no one -
S _ m Ring Time
answers the call
Year-Nonth-Day 2020-0525 L Deor Motion OFF :OFF
Signal Select
Time 14-46 g Ring s 2.7 Signal Selection
e i o . e i . CAMI Dotection
Door1/door2 video signal input selection, manual selection or automatic
SO Format « Format P Ring Volume 8 delection

CAMZ Detection

Support AHD1080P,AHD720P.
CVBS video signal input selection and PAL/INTSC selection; CAN1 Alarm Input
Software Version K7200421J605C_05 Signal Select FHDP/FHDN:AHD1080 PAL/NTSC
AHDP/AHDN:AHD720 PAL/NTSC
SDP/SDN:CVBS PAL/INTSC

About & Factory reset [ < OFF

CANZ Alarm Input

1.1 Language 2.1 Device Mode
Select the language by the menu key. Master-slave selection: set the indoor monitor connected to the outdoor 3.1 Record Mode
station or CCTV to "Master”. And set the indoor monitor connected to the Video mode or photo mode selection. When the alarm detector is triggered,

1.2 Idle Mode
Two selection when in standby mode: turn off screen mode or cl
display mode.

:amera channel lo record

master or slave to "Slave" the indoor monitor will open the corresponding ¢

or take photos
2.2 Record Mode

1.3 Year-Month-Day The record mode s tion when outdoor station calls the indoor monitor
Touch the left and right keys to set the date video mode or photo me

3.2 CAMRing Time
1en the alarm detector is tri
selection: 5s or 10s or 20s or off

sred, the indoor monitor alarm ring time
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1.4 Time

Touch the left and right keys to set the time 2.3 Door Motion (motion detection)

Door1/door2 motion detection ON/OFF selection, values 1,2, and 2 3.3 Signal Selection
1.5 SD Format indicate the sensitivily level, the larger value, the higher sensitivity. CCTV1/CCTV2 video signal input selection, manual selection or automatic
First time insert the SD card into the device or suggesting that the SC detection
card is nol formatted, please format it here 2.4 Ringtone Su AHD1080P,AHD720P

Select factory cured ringtone or customer-defined ringtone (select from SO CVBS video signal input selection and PALINTSC selection

1.6 About: Factory reset, firmware upgrade

Restore factory settings: system parameters are restored to the factory
values except language. Firmware upgrade: for system software
upgrade

card). Note: The customer-defined ringtone file is . mp3" FHDP/FHDN:AHD1080 PALINTSC
AHDP/AHDN:AHD720 PAL/NTSC
SDP/SDN:CVBS PAL/NTSC

1.7 Software Version 3.4 CAM1 Detection (Motion detection)
display the software version Camera1 motion detection ON/OFF selection. Values 1, 2, and 3 indicate
the sensitivity level. The larger value, the higher sensitivity




